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SPECIFICATIONS

Product Code TQ06-0200

Safe Working Capacity 680kg

Max. Engine Displacement 5L

Max. Engine Cylinders 4-8

Max. Engine Length 700mm

Dimensions (unfolded) 1000L x 800W x 1150H mm

Dimensions (folded) 560L x 800W x 1150H mm

Gross Weight 33.5kg

Net Weight 31.5kg

FOLDABLE
ENGINE STAND
FOLDABLE
ENGINE STAND

TQB Brands Victoria
Unit 1/40 Metrolink Cct
Campbellfield VIC 3061

TQB Brands Western Australia
Unit 2/30 Renewable Chase

Bibra Lake WA 6163
www.tqbbrands.com.au (03) 9357 8440

Learn More

DISCLAIMER - TQB Brands have made every effort to ensure that the information is correct and accurate at the time of printing. Print Date June 2026
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The TradeQuip Foldable Engine Stand is
engineered from heavy-duty steel with a powder-
coated finish, providing a durable and professional-
grade solution for handling passenger and light
commercial vehicle engines. Designed for
maximum accessibility, the 360-degree rotating
head and adjustable mounting arms allow for easy
positioning during dismantling and re-assembly
tasks across a wide range of engine blocks.‌  

Est. 1984 

WARNING: Engine dimensions must be within legs of Engine Stand.

Quick Folding Design

6 Locking Positions

360º Rotating Head

Heavy-Duty Steel Construction

Securely holds most foreign 
and domestic engine blocks
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